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Original – User manual  
 

A.  Controllable heating element Art.-no. 8003130   
B.  Self-regulating heating element Art.-no. 8003185 

 

 
 

 
Food transport boxes for the transportation of meals in cold condition. 

 
 

Actively heated by a built-in door, easy-to-remove heating element. 
 

Frontloader blu’box 52 gn hot ² 
Frontloader blu’box 52 gn/en hot ² 
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This user manuel includes the use of the controllable (A) and  

self-regulating (B) heating element for  
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1 General 

 

 

This user manual also can be downloaded from the bluline download area at 

www.etol.de/bluline. 

 
 
1.1 Symbol explanation 

 

 
 
 
 
 

http://www.etol.de/
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A. Type lable - controllable heating element 
 
 

 
B. Type lable - self-regulating heating element 

 

  
   

 
                                                                                         
 

1.2 Warranty conditions 
 

The statutory warranty periods apply. 

 
1.3 Technical changes 
 

We reserve the right of changes in the interest of technical progress. 
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2 Safety instructions 
 
 
2.1 General safety instructions 
 
The food  transport box is ONLY used for keeping food warm and for the transport of already 
made food in hot condition. The door of the food transport box with a heating element is used 
for actively heating before and after transport. 
Keep children away from the food transport box. 
 

2.2 Proper use of the food transport box 
 

Only use the food tranport box for: 

• In combination with suitable GN-containers. These must be closed with a press-in lid 
before transportation. 

• To keep food hot. 
 

2.3 Improper use of the food transport box 
 

NOT intended use: 

• Transportation with the door open 

• Transportation while heating element is attached to a power source 

• As a heating unit  

• To cook food  

• To heat up cold food 

• Cleaning the heating element with water or high-pressure cleaners 

• Keeping food with large quantities of alcohol warm 

• Heating or keeping things other than food warm 

• Using it as a climbing aid or placing down objects 

• Transporting food without recommended GN-container 

• Improper handling (throwing the containers, the heating elements or the doors) can lead 
to extensive damage. 

 

The manufacturer / supplier is NOT liable for damage resulting from any of the above. 

 

2.4 Operation of the heating element 
 

Only operate the heating element in connection with: 

• In combination with the designated food tranport boxes blu‘box 52 gn hot ² , 
blu‘ box 52 gn /en hot ², blu’box 52 gn hot² lite and blu‘ box 52 gn /en hot ² lite 

• Before and after the tranportation of the food transport box.  

• in closed rooms or under rain protected, dry shelters but ONLY if you can guarantee that 
the electrical connections are kept dry 
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2.5 Transportation and proper placement 
 

ONLY move the food transport box with help of the carrying handles. 

Secure the food transport box before placing and using the heating system by using the 
following steps: 

• Setting up a dry, stable, even, non-slipping surface (e.g. table). 

• Ensure free access (remove possible obstacles) 

• Place the food transport box so it can not fall over  

• ONLY use with technically perfect socket strips 

• Secure the power cord and the socket strip against slipping and falling  

• Stack the food transport containers properly with the stacking stops on the bottom in the 
fixing corners - Top 
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2.6 Staff 
 

• The food transport boxes are ONLY supposed to be used by people that are physically 
and mentally able to operate them and have been sufficiently trained. 

• The devices are NOT meant to be used by people (including children) with limited 
physical, sensory or mental abilities or lack of experience and / or lack of knowledge. 
Unless they are supervised by a person responsible for their safety or receive 
instructions on how to use the device.   
 

 

3 Handling 

 

3.1 Before using 
 

Thoroughly clean the container before use (short-term thermal disinfection is possible up to + 
130 ° C). The food transport box is fully dishwasher-safe WITHOUT the heating element. Only 
use suitable cleaning agents such as ETOLIT 3000 and 8000 and commercially available 
cleaning agents. The heating system can be cleaned with a soft damp cleaning cloth. 

 

3.2 Before connecting 
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3.3 Connecting / Switching on food transport box 
 

• Make sure the heating element is firmly attached. 

• Place the food transport box in a suitable position (see safety instructions). 

• Connect the power cord Art.-no. 8003629 to the heating element. 

• Now connect the power cord to the power source. 

• There must be a type H05RN-F3G1,0² connecting line used or an equivalent line. 
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A. Basic functional requirement: 
H – HC R 0052 Art.-no. 8003130 
 
New functionality of the heating elements are available for all heaters beginning     
with serial number BS00000280 

 
Possible adjustable setpoint temperature: + 20 ° C to + 85 ° C. 
During adjustment, 3 dots are lit at the bottom of the display screen. 
If a setpoint temperature is set below + 20 ° C, the display shows the symbol "OFF". 
In this mode, only the fan is operated and the indoor air is circulated. 
(Heater is out of operation). 
The displayed temperature (3 dots at the bottom of the display do not light up) is the actual 
value. This actual value can be in the range of -20°C to +100°C (at temperatures outside of 
this range, the error              will be displayed). 
 

Heating elements with the following serial numbers BS00000001 to BS00000279 
match with the following functions. 
 

    Adjustable setpoint temperatures from + 50 ° C to 85 ° C. Display with digital display. 
 

 
 
There are no settings and no temperature display for the lite – heater. The heating 
element begins to heat up when connected to the power supply, the interior box 
temperature after approx. 40 minutes should be up to + 75 ° C to + 80 ° C. 
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Display of the controllable heating elements H – HC R 0052 Art.-Nr. 8003130 
 

 
Display 

 
Explanation  

 
8.8.8. 
Start-display 

 
Will be displayed after switching on the device until a valid value has been 
read from each sensor. If the display remains unchanged for more than 10 
seconds, the device must be sent back for repairing. 

 

 
 

SDC 

 
Displayed if the limit sensor in the heating cartridge can NOT be read or the 
read values are outside the defined range. If this indication remains, the 
device must be sent back for repairing. 

 
 

Cdc 

 
Displayed if the air temperature sensor can NOT be read or the read values 
are outside the defined range. If this indication remains, the device must be 
sent back for repairing. 

 
--- 

 
Displayed if the read sensor values are within the permissible range but are 
too unstable for a long time. If this indication remains, the device must be 
sent back for repairing. 
This condition only occurs under strong interference from the outside. 

  
 

Current 
measuring 
mode 
(Normal mode) 
 

 
Number within the permissible temperature range WITHOUT a flashing dot 
indicates the instantaneous actual temperature of the air temperature sensor. 

 

Current setting 
value 
(Setting mode) 

 
Number in the permissible temperature range WITH flashing dot indicates 
that the heater is in the setting mode. Indicates the currently setpoint 
temperature of the air temperature sensor. 

 

 

 

Adjustment 
process 

 
By pressing one of the buttons, the heater will enter the setting mode (with 
the dot flashing). If no button is pressed for 3 seconds, the heater returns to 
normal mode (without a flashing dot) and the newly set temperature is 
accepted as the setpoint temperature. 
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Regulation for the heating element Art.-no. 8003130 (A) 
 
Heating element does NOT heat when, 
  

• if one of the sensors is detected as not connected or its values are outside the 
permissible range of -20° till +85°C. 

• at a surrounding temperature of less than + 5 ° C or more than + 110 ° C. 

• the heating cartridge exceeds a temperature of + 200 ° C. 

• if the display is dark, then the heater is defective and must be repaired, but check the 
power supply connection first. 
 

Heating element heats,   
 

• if none of the previous conditions apply and the actual temperature (air sensor) is lower 
than the setpoint temperature. 

• if the heating cartridge temperature is less than + 45 ° C, a power ramp is used to 
preserve  the heating cartridge (multicycle control).  

 
 
Operation: 
 
 

• Temperature setting  
 
 

 
 
Attention:  
LED lights up permanently  = display in degrees Fahrenheit °F 
LED does not light up  = display in degrees Celsius °C 
 

• Display in degrees Celsius ° C or Fahrenheit ° F can be changed, 
by simultaneously pressing both buttons for 3 seconds. 
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3.4 Start up / Equipping 
 

• The door must stay closed while the food transport box is heating up  

• For better results, it is beneficial to preheat the food transport box for about 30 minutes 
before inserting the GN-containers with the hot food.  

• Please ONLY put hot food in sealed GN-containers, also only open the door for a short 
period of time  

 

 
 
 
3.5 Opening and closing the door 
 

 
 
 
Open and close the door of the food transport box as shown in the pictures above, with help of 
the clip closure Art.-no. 8001627. 
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3.6 Equipping with food 
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 3.7 Transportation 
 

 
 

 
 

3.8 Storage 
 

• The food transport boxes must be correctly stacked on top of each other and must be 
kept in clean, dry rooms.  

• Ensure that the skids of the upper food transport container are in the guides of the lower 
food transport container. 

• When the transport container is moved from a cold storage room to a kitchen, the 
moisture contained in the room condenses on the surface of the food transport box. The 
moisture film can result in a short circuit or an electric shock when the food transport box 
is connected to a power source. Only operate the heater when the room temperature has 
been assumed. 

• Please ONLY stack 3 food transport boxes on top of each other at the most. 
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3.9 Removal of the GN-container / Food distribution  
 

 
 

3.10 After use 
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• Disassembly of the heating element 
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3.11 Cleaning / Maintenance 
 

 
 

Thouroghly clean your food transport box – especially on the inside. 
Dirt, salt and calcification can lead to corrosion damage. 
The manufacturer / supplier is NOT liable for the damage resulting from this. 
  

The food transport box is fully dishwasher-safe. We recommend the use of cleaning agents 
such as ETOLIT 3000 and 8000. Please avoid the use of high-pressure cleaners if the working 
temperatures exceed + 130 ° C 
 
The door is ONLY allowed to be washed in the dishwasher WITHOUT the heating element. 
Clean the heating element with a soft moist cleaning cloth. 
DO NOT put the heating element in the dishwasher. 
 
4. Assembly / Disassembly 

 
4. 1 Exchange - Handles Art.-no. 8001621 
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4. 2 Exchange - Clip closure Art.-no. 8001627                                               
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4. 3 Exchange – door Art.-no.664202518 
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4. 4 Heating elements 
               Doors for heating elements 

➢ blu’box 52 gn hot ²    
➢ blu’box 52 gn / en hot ²   

A. Heating element H – HC R 0052 
Art.-no. 8003130 

B. Heating element H – HC L 0052 lite 
Art.-no. 8003185 

 

 
 

• Technical Data 
 
 
Line voltage:   1N AC 220-240V / 50Hz (10/16 Ampere) 
Current consumption: 500 W 
Network connection: Isolated ground outlet 
Weight:                      A. Heating element H – HC R 0052 2,5 kg 
                      B. Heating element H – HC L 0052 lite 2,4 kg 
 
 
Technical changes: 
 
 We reserve the right to make technical changes to the article. 
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• Disassembling the heating element from the door 
 

 
 

 
 
 

• Assembling the heating element into the door 
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5. List of parts / Spare parts  
 
 

A. blu’box 52 gn hot ²       Art.-no. 4000663 
B. blu’box 52 gn hot ² lite Art.-no. 4000679 
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A. blu’box 52 gn / en hot ²       Art.-no. 4000664 
B. blu’box 52 gn / en hot ² lite Art.-no. 4000680  
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6. Technical data – main dimensions and weights  
 

➢ blu’box 52 gn  
 

 
 
 

➢ blu’box 52 gn / en  
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7. Maintenance / Repairs 
 
An inspection in accordance with DGUV regulation 3 must be carried out regularly by authorized 
personnel. 
 
The food transport boxes may only be repaired by etol personnel. 
 
Repairs to the heating element must NOT be carried out yourself. 

By opening the heaters each warranty expires, any liability is excluded. 

To carry out repairs, please inform: 

 

• Producer 
 
 
 

 
 

      etol Eberhard Tripp GmbH •  Allerheiligenstraße 12 • 77728 Oppenau • Germany 
                                  T. + 49 (0) 7804 410 – info.bluline@etol.de • www.bluline.de 

 

 

 

• Notes 

 

 

  

mailto:info.bluline@etol.de
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8.  Declaration of confirmity 
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Powerful products for commercial kitchens. 
www.etol.de 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

      
 
 
        

 etol Eberhard Tripp GmbH •  Allerheiligenstraße 12 • 77728 Oppenau •  Germany  

 T. +49 (0) 7804 41-0 www.bluline.de  info.bluline@etol.de  


